Performans Bildirimi

No. 002-CPD-NG200

1. Uriin tipi 8zgiin tanitim kodu: NG200
2. Insaat Griiniinin tanimu: Yangina dayanikli insaat membrani Izolteks NG 200
3. Ingaat malzemesinin kullanim amaci: Su gecgirmezlik icin esnek levhalar: Duvarlar icin koruyucu zar

Havalandirilan cephe sistemlerinde atmosferik ve iklimsel
etkilerden mineral yun ile koruma yalitimi

4. Imalatcinin adi ve adresi: TPK Ayaskom, Ltd,
Moscovkaya oblast, Leninsky rayon, Vidnoye, Severnaya
promzona, Kor.610, No.150, 142700 Rusya Federasyonu
Tel: +7 (495) 748 1661
Faks: +7 (495) 748 1686
Web: www.izoltex.ru

5. Yetkili temsilcinin adi ve iletisim adresi: SPECTRUM IMPORT EXPORT LIMITED
KARAMEFIL 26, 9000 VARNA, Bulgaristan
Tel: +359886370955 .-
Yetkili kisi: Georgi Vulkov
Mail: vulkove3 @abv.bg
Web: www.izolteks.com

6. Insaat malzemesinin performans degismezligini  Sistem 3
degerlendirme ve dogrulama sistemi:

7. Uyumlulastiriimis bir standart kapsamindaki EN 13859-2:2010

Insaat malzemesi icin performans bildirimi: Onaylanmis Kurulus: No. 1023 Numarali Test ve Sertifikasyon
Kurulusu, Trida Tomashe Bati 299, Louky, 763 02 Zlin, Cek
Cumhuriyeti.
Tel: +420-577 601 337. Web: www.itczlin.cz

9. Bildirilen performans:

Uyumlulastirilmis teknik standart EN 13859-2:2010 Ek ZA
Temel Ozellikler Performans | Uyumlulastiriilmis teknik standart (hEN)
Yangina Tepki A2-s51,d0 EN 13501-1:2018
Su Gecirmezlik W2 sinifi | EN 13111
Su buhari iletimi Sd 0.04 EN ISO 12572

Yukarida tanimlanan uruntn performansi, beyan edilen performans ozelliklerine uygundur. Bu performans beyani,
(yukarida) 305/2011 sayili (AB) Yonetmeligi uyarinca yukarida belirtilen treticinin sorumlulugu altinda

duzenlenmistir. e .
SUOSPHORUS

TPK Ayaskom Ltd. icin ve adina: ADLI VE Hf?TEEq‘!ﬁ'EﬁiﬁlﬂEgCﬁME SUROSU
Genel Mudur S B S0 Zafer Mah. Caliglar Sk. No:1/5 Bahcelievie: /AST
lgor Kobrusev tarafindan imzalanmistir. A B Yenibosna VD:564 433 03604

[IMZA-MUHUR]
Moskova, 02.02.2020

(Imzalandigi yer ve tarih) (Imza)

IZOLTEKS NG 200 EN 13859-2:2010
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Declaration of Performance

No. 002-CPD-NG200

1. Unique identification code of the product-type:;
2. ldentitication of the construction product:

3. Intended use of the construction product:

4. Name and address of the manufacturer:

5. Name and contact address of authorized
representative:

6. System of assessment and verification of
constancy of performance of the construction
product:

7. Declaration of performance for the construction
product covered by a harmonized standard:

9. Declared performance:
Harmonised technical specification

NG200
Fire-resistant building membranes lzolteks NG200

Fexible sheets for water proofing: Underlays for walls
Protection insulation of mineral wool from the atmospheric
and climatic influences in systems of ventilated facades

TPK Ayaskom, Ltd,

Moscovkaya oblast, Leninsky rayon, Vidnoye, Severnaya
promzona, Kor.610, No.150, 142700 Russian Federation
Phone: + 7 (495) 748 1661

Fax: +7 {495) 748 1686

Web: www.izoltex.ru

SPECTRUM IMPQORT EXPORT LIMITED
KARAMEFIL 26, 8000 VARNA, Bulgaria
Phone: +359886370955%

Contact: Georgi Vulkov

e-mail: vulkovb3@abv.bg

Web: www.izolteks.com

System 3

EN 13859-2:2010

Notified Body: No. 1023 Institute For Testing And
Certification, Trida Tomashe Bati 299, Louky, 763 02 Zlin,
Czech Republic,

Tel: +420-577 601 337. Weh: www.itczlin.cz

EN 13859-2:2010 Annex JA

___wg;ssentual charactertstics | F Per‘farmance - : Harm?nisé&mtechmtzat spectfmat:cm (hEN} ;

Reactionto Fire A2-s1,d0 b EN13501-1:2018 .
Water tightness | Class W2  EN13111
Watervapc}r transmission S a T O 04 l wm,,,.._,,, EN gy

The performance of the product identified above is in conformity with the set of declared performances. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility

of the manufacturer identified above.

Signed for and on behalf of TPK Ayaskom Ltd. by:
lgor Kobrusev, General Director

Moscow, 02.02.2020

{Place and date of issue}

IZOLTEKS NG 200

(Sighature)

EN 13859-2:2010



