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1. GIiRIS

Bu siniflandirma raporu, EN 13501-1:2018’ de verilen islemlere gore “HOMESEAL LDS 0.02
UV” mamuliinin siniflandirmasini belirler.

2. SINIFLANDIRILMIS URUN AYRINTILARI

2.1. Genel:
HOMESEAL LDS 0.02 UV “siniflandirilmis mamul tipi” olarak tanimlanir.
2.2. Tanimlama:

HOMESEAL LDS 0.02 UV iiriinu belirtilen siniflandirmayr dogrulayacak sekilde Madde 3.’
deki raporlarda tam olarak tanimlanmistir.

Uretim yeri: KNAUF INSULATION IZOLASYON SANAYI VE TICARET A.S.
75. Yil mah. 1. Cad. 1/G Kiigiik Org. San. Odunpazari, Eskisehir, TURKIYE

Test edilen iiriin tipleri:

Birim alan
- S Kalinhik
Uriin adi agirhgi ) Yapi
(s/m?)
3 katmanli
HOMESEAL LDS 0.02 UV 210 0,40 Poliakrilik, Dokuma olmayan kumas, Poliester

3. SINIFLANDIRMAYI DESTEKLEYEN RAPORLAR VE SONUCLARI

3.1. Raporlar

Deney metodu ve tarihi
Laboratuvar adi Testi yaptiran Rapor ref. no. Uygulama alani kurallari ve
tarihi
EFECTIS ERA AVRASYA KNAUF INSULATION FTST19459 TS EN 13823+A1:2015
TEST VE iZOLASYON SANAYi VE
BELGELENDIRME A S. TICARET AS. FTST19460 TS EN ISO 1716:2018
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3.2. Sonuglar

Sonuglar
Test metodu Parametre Test sayisi Stirekli ; Uygun
parametrenin S
ortalamasi pa
FIGRAo0,2 ms (W/s) 3 36,3 (-)
LFS > kenar 3 (=) Hayir
THRe00s (MJ) 3 1,2 ()
TSEN 15923 SMOGRA (m?/s2) 3 42,9 ()
TSPsoos (m?) 3 43,9 ()
Yanan damlalar/tanecikler (s) 3 Yok Yok
TSENISO 1716 PCS (MJ/m?) 3 3,63 (-)
(-): Uygulanmaz
Test metodu Parametre Parametre Uygunluk kriteri
FIGRAo,2 vy [W/s] 36,3 <120 (A2)
THRs00's (MJ) 1,2 <£7,5(A2)
LFS < kenar (-) Evet (A2)
TS EN 13823 SMOGRA [m?/s?] 42,9 <180 (s2)
TSPsoos [m?] 43,9 <200 (s2)
Yanan damlalaf/taheaklerm yanma Yok Yok (d0)
siiresi (s)
TSENISO 1716 PCS (MJ/m?) 3,63 <4,0 (A2)

(-): Uygulanmaz
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4. SINIFLANDIRMA VE UYGULAMA ALANI

4.1. Siniflandirma referansi

Bu siniflandirma TS EN 13501-1:2018 standardi madde 11.7.1, 11.7.3, 11.9.3 ve 11.10.1 ‘e
gore yapilmistir.

4.2. Siniflandirma
HOMESEAL LDS 0.02 UV iriiniiniin yangin karsisindaki davranislarina bagh olarak siniflandirmasi:

A2
Duman olusumuyla ilgili ilave siniflandirma:
s2
Yanan damlalar/tanecikler ile ilgili ilave siniflandirma:

do

HOMESEAL LDS 0.02 UV iiriinii igin yangina karsi tepki siniflandirma bigimi:

Yanma davranisi Duman olusturma Yanan damlalar

A2 - S 2 , d 0

Yangina karsi tepki siniflandirmasi: A2-s2,d0

4.3. Uygulama alani

Bu siniflandirma asagidaki tirlinler ve triin parametreleri igin gegerlidir:

Birim alan
. Sty Kalinhk
Uriin adi agirhg 551l Yapi
(g/m?)
3 katmanl
ROMESEALLD.0.02 Uv 10 BAR Poliakrilik, Dokuma olmayan kumas, Poliester

Bu siniflandirma raporu asagidaki son kullanim sartlari icin gegerlidir:
- Tastyiciile arasinda hava boslugu olmayan montaj uygulamalari.

- EN 13501-1 e gore yangin sinifi Al ve A2 olan mineral tastyiciya mekanik olarak sabitlenmis
uygulamalar.

- Ek yeri bulunmayan uygulamalar.
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SINIRLAMALAR

4.4. Kisitlamalar

Bu siniflandirma raporu, triiniin teknik 6zelliklerinin 4.3. maddesindeki uygulama alaninda
belirtilen sinirlar igerisinde kalmasi durumunda gecerlidir.

Bu siniflandirma raporu malzemenin tip onayini veya belgelendirmesini temsil etmez. Bu

rapor, ilgili test ve siniflandirma standartlarinda ve numunenin teknik 6zelliklerinde herhangi bir
degisiklik yapiimadik¢a baslangi¢ olarak 01 Kasim 2020 tarihine kadar gegerlidir.

4.5. ikaz

Bu siniflandirma raporu, mamuliin tip onayi veya belgesi degildir.

Hazirlayan: [// N Onaylayan:

----------------

Ugur CAVAS Ali BAYRAKTAR
Test Sorumlusu Laboratuvar Miduri
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1. INTRODUCTION

This classification report defines the classification assigned to “HOMESEAL LDS 0.02 UV”
in accordance with the procedures given in EN 13501-1:2018.

2. DETAILS OF CLASSIFIED PRODUCT

2.1. General:

HOMESEAL LDS 0.02 UV is defined as a “type of classified product”.
2.2. Description:

HOMESEAL LDS 0.02 UV is fully described in the test reports in support of the
classification listed in clause 3.

Manufactured Plant: KNAUF INSULATION iZOLASYON SANAYi VE TiCARET A.S.
75. Yil mah. 1. Cad. 1/G Kiiguk Org. San. Odunpazari, Eskisehir, TURKEY

Tested product types:

passiper Thickness
Product name unit area Structure
2 (mm)
(e/m?)
HOMESEAL LDS 0.02 UV 210 0,40  Blayem
Polyacrylic, Nonwoven, Polyester

3. REPORTS AND RESULTS IN SUPPORT OF CLASSIFICATION

3.1. Reports
Report ref. Test method and date
Hameiofilaboratony NELE O I no. Field of application rules and date
EFECTIS ERA AVRASYA KNAUF INSULATION FTST19459 EN 13823:2010+A1:2014
TEST VE IZOLASYON SANAYi VE
BELGELENDIRME A.S. TICARET AS. FTST19460 EN ISO 1716:2018
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Results
Number of - -
Test method Parameter et Continuous Compliance
parameter mean parameters
FIGRAo,2 ms (W/s) 3 36,3 (-)
LFS > kenar 3 (-) No
THReo0 s (MJ) 3 1,2 )
EN 180 13823 SMOGRA (m?/s?) 3 42,9 )
TSPso0s (M?) 3 43,9 (-)
Flaming droplet(s)/particle (s) 3 None None
EN ISO 1716 PCS (MJ/m?) 3 3,63 (-)
(-): Not applicable
Test method Parameter Parameter Compliance parameters
FIGRAo,2 vy [W/s] 36,3 <120 (A2)
THReo00s (MJ) 1,2 <7,5(A2)
ENISO 13823 LFS < kenar (-) Evet (A2)
SMOGRA [m?/5?] 42,9 <180 (s2)
TSPsoos [m?] 43,9 <200 (s2)
Flaming droplet(s)/particle (s) None None (d0)
ENISO 1716 PCS (MJ/m?) 3,63 <4,0 (A2)

(-): Not applicable
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4. CLASSIFICATION AND FIELD OF APPLICATION

4.1. Reference of classification

This classification has been carried out in accordance with the clauses 11.7.1, 11.7.3
11.9.3 and 11.10.1 of EN 13501-1:2018

4.2. Classification
HOMESEAL LDS 0.02 UV, in relation to its reaction to fire behaviour is classified:

A2
The additional classification in relation to smoke production is:
s2
The additional classification in relation to flaming droplets / particles is:
do
The format of the reaction to fire classification for HOMESEAL LDS 0.02 UV is:
Fire behaviour Smoke production Flaming droplets
A2 - s 2 , d 0

Reaction to fire classification: A2-s2,d0

4.3. Field of application

This classification is valid for the following product parameters:

MasSiper Thickness
Product name unit area Structure
> (mm)
(8/m?)
HOMESEAL LDS 0.02 UV 210 0,40 _ 3layers
Polyacrylic, Nonwoven, Polyester

This classification applies to the following end-use conditions:
- Mounting applications without air gap with the carrier

- Applications with mechanically fixing on mineral carrier with have reaction to fire class
of Al and A2 in accordance with EN 13501-1

- Applications without any joints
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5. LIMITATIONS

5.1. Restrictions

This classification report is valid provided that the technical specifications of product are
within the limits in accordance with the field of application clause 4.3.

This classification report does not represent any type approval or certification of the
product. This report is initially valid until 1% November 2020 providing that no significant
modifications are made in technical specification of the specimen and related test and
classification standards.

5.2. Warning

This classification document does not represent type approval or certification of the
product.

Signed: Approved:

Ugur CAVAS Ali BAYRAKTAR
Person in the charge of tests Head of Testing Laboratory



